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PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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P4105090501-830300-00

T1 KINEMATIC MOUNT
CONE MOUNT

ASSEMBLY

SEE PARTS LIST

.1 [2.5]

.01 [0.25]
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125
K. COSTELLO 12-6-95

1:1

E1 1

J. BARRAZA 12-6-95

COSTELLO/BARRAZA12-6-95

J. BARRAZA 12-6-95

D. SHU 12/11/95

T.M. KUZAY 12/20/95

)( 4.00 [101.60]

)( 8.00 [203.20]

)( 3.00 [76.20]

AND ARE FOR REFERENCE USE ONLY.

ALL DIMENSIONS SHOWN IN [ ] ARE MILLIMETERS1.

NOTES:

1 T1 COMPOUND MACHINE SLIDES SEE DETAIL 1P4105090501-830301

2 T1 SWIVEL LEVELING MOUNT SEE DETAIL 1P4105090501-830103

3 T1 ADJUSTING SCREW ROD SEE DETAIL 1P4105090501-830104

4 T1 LOCKING FLANGE NUT SEE DETAIL 1P4105090501-830105

6 10-32 X .75 SOCKET HEAD CAP SCR SST 3COMMERCIAL STD

8 .25-20 X 1.00 SOCKET HEAD CAP SCR SST 3COMMERCIAL STD

7 HELICAL SPRING LOCK WASHER #10 STD SST 3COMMERCIAL STD

9 .75-10 HEX JAM NUT SST 1COMMERCIAL STD
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)( 5.25 [133.35]

)( 3.25 [82.55]

9
10

10 HELICAL SPRING LOCK WASHER .25 STD SST 3COMMERCIAL STD

11 .75-16 HEX JAM NUT STEEL 1COMMERCIAL STD

APPROX. WEIGHT: 55 LBS. (24.95 Kg)

+1.00 [25.40]
TRAVELTRAVEL

-1.00 [25.40]

)( 6.88 [174.63]

)( 9.63 [244.48]

SPECIFICATIONS:

T1 KINEMATIC CONE MOUNT ASSEMBLY
HORIZONTAL MOTION:  –25.4mm X –25.4mm
VERTICAL MOTION:    –25.4mm
LOAD CAPACITY:      158 Kg

TRAVEL
+1.00 [25.40]-1.00 [25.40]

TRAVEL

5 PIN, HARDENED GRD DOWEL, .50 X .50 SST 1COMMERCIAL STD

+1.00 [25.40]
TRAVEL

-1.00 [25.40]
TRAVEL


